SPECIFICATIONS

SHELDING REQUREMENTS:
BACK WALL 27THK LEAD
SIEWALLS 34°THK LEAD.

ROOF 2 THK LEAD

CONSTRUCTION: MODULAR

STRUCTURE: SELF SUPPORTED
(COMMERCIAL RATED! 40 LBS LIVE WEIGHTISQ FT

100 LBS DEAD WEIGHTISQ FT

ovERALL DS
1750 Aug WIDTH X 11 50M LONG X 330 HIGH [58 X 37.7 X 13]
(CLEAR HEIGHT INSIDE: 3M [10]
'DOOR OPENING: 2.4M HIGH X 1M WIOE [8X 3.3]

SUDING DOORS:  TWO MANUAL, FIXED BY LATCH
TWO PHEUMATIC WITH MANUAL OVERRIDE

‘STANDARD SIDE PANEL: 1M WIDE X 331 HIGH [.311]
‘SANDWICH CONSTRUCTION:

STEEL Smm 1" (1168)] - LEAD 19mm (34} STEEL Smm{&]
STRUCTURE: 312" X3 7" X 11" STEEL ANGLE, ALL AROUND.
WEIGHT: 26018

‘STANDARD BACK PANEL: 1M WIDE X 3.3M HIGH [3:3511]
‘SANDWICH CONSTRUCTION:

STEEL 3 (13" (116a)] - LEAD S0mm (2} STEEL mwie]
STRUCTURE: 312" X3 2" X 14" STEEL ANGLE, ALL AROUND.
WEIGHT: 565015

‘STANDARD ROOF PANEL: 1M WIDE X 175 LONG [33%5.8]
‘SANDWICH CONSTRUCTION:
STEEL 3 (15" (11Ga)] - LEAD 120 (17 STEEL Gmn(1"]
STRUCTUR: MG 6 X 16.3 STEEL CHANNEL, ALL AROUND.
WEIGHT: 1150

STANDARD DOOR PANEL: I WIDE X 2.6 HIGH 3381
‘SANDWICH CONSTRUCTION:

STEEL 3rm (8" (116a)] - LEAD 19 [3) STEEL 6mm 1]
WEIGHT: 1470

LABYRINTH PANELS: UTILITIES, CABLES, VENTILATION, OZONE

UTILTIES: CHILLED WATER 5-0.8C f4-15F]
DIWATER
‘COMPRESSED AR 90ps!
ELECTRICAL POWER 30KVA 1201208V

WORK STATION CRANE WITH MANUAL HOIST:

SPANLIM[7S]  XRUMWAYLENGTHO00M[2953)X  CLEAR HEIGHT 3 [10]
APACITY: 1000Kg (1 TON]

ILLUMINATION: FLUORESCENT- OFFICE RATED: 100 FOOT CANDLE.

Nores:

N e INTEGRITY OF THE HUTCH,
AND SHALL CERTIFY THAT ENGINEER

BEBuLT TOIN TECHNICAL SPECS.

THE USE OF

2160 ARGONNE
FOR PROVIDING A RADIATION LEAK PROG HUTCH.

. REE OF OXIDE NG
FISSURES, VOIDS AND ALL OTHER DETRIMENTAL DEFECTS. MATERIAL SHALL BE LEAD GRADE C"TO COMPLY.
WITH FEDERAL JTCH SHALL MEET ALL Unes

REFERRED TO IN TECHNICAL SPECS.
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